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N-LINE Series Q12024

Medically Certified - State of the Art - UV Full Body Treatment Systems
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Full Body UV Phototherapy MEDlight

N-LINE pro N-LINE

High performance full-body UV High efficiency full-body UV
therapy system therapy system
The N-LINE pro features the latest state-of- . The N-LINE is the cost-effective
the-art technology. It uses 40 UV high- N-LINEpro } entry into professional full-body
performance UV lamps to decrease phototherapy. It shares all
treatment times. essential features of the N-LINE
, . e pro but has been optimized for

The safe and reliable therapy system is

. _ 28 UV lamps. Fewer lamps
designed for practices where workflow .

mean lower investment and

optimizations are key. long-term costs.

An intelligent operating concept through
our touch screen, voice guidance, and
remote operation/management via our
propriety SKINdex™ terminal.

A simplified operating concept
enables straightforward
integration into practices of any
size.




Full Body UV Phototherapy

N-LINE pro

High performance UV therapy
system

Voltage 400V, 50 Hz
Power consumption 4900 VA
Width 127 cm
Depth 114 cm
Height 214 cm
Weight 330 kg
Configuration 40 x 100W Philips Lighting

phototherapy lamps

Configurations

UVA

UVB or UVB 311nm (narrow band)

UVA-1

Mixed UVA & UVB or UVB 311nm (narrow band)

Mixed UVA-1 & UVB or UVB 311nm (narrow band)

N-LINEpro

N-LINE

High efficiency UV therapy
system

Voltage 400V, 50 Hz
Power consumption 3200VA
Width 121 cm
Depth 114 cm
Height 214 cm
Weight 330 kg
Configuration 28 x 100W Philips Lighting

phototherapy lamps

Configurations

UVA

UVB or UVB 311nm (narrow band)

UVA-1

Mixed UVA & UVB or UVB 311nm (narrow band)

Mixed UVA-1 & UVB or UVB 311nm (narrow band)

MEDlight
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Low-Noise

Premium cooling fans with advanced fluid-dynamic
bearings keep the cabin at an unobtrusive volume
level and makes communication easier.

Active Patient
Cooling System

Clean Air

The overhead air intake keeps dust and dirt
particles out of the system to maintain the
maximum performance of the UV lamps.
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Patient Cooling

The Passive Patient Comfort Cooling (PPCC) creates
a pleasant airflow, keeps the cabin well-ventilated
and at a pleasant temperature.
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Additionally, the N-LINE pro offers a user-controlled o - M \\\\\\\\\\\

Active Patient Cooling System (APCS) for the
patient's comfort during the treatment.
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Oval Cabin

The layout is modeled after the human body. The
results is a uniform distance to the skin and
prevents under and over-exposures.

Convenient

The bottom platform and lamp shielding
are made of medical-grade materials that
can be removed for easy cleaning and

disinfection.
MEDIlight ARC-Concept™

All lamps are arranged on a curve and focus the
light where it is needed. The ARC-Concept provides
excellent exposure to the lower extremities while
allowing the treatment of even taller patients (over
2 meters). The device makes perfect use of more
energy efficient 180cm lamps instead of more
expensive lamps because no energy is wasted.

Heavy Duty Use

The N-LINE series are for professionals where
reliability and durability matter. The galvanized steel
body and door with powder coating are
constructed for long term use.

Acrylic Shielding

The crystal-clear acrylic shielding protects
the lamps from dirt and damage while
delivering UV light unhindered.

UV Reflectors

The reflective back panels direct the light
into the cabin and maximize the efficiency
of the lamps.

| ARC-Concept™
I Optimized lamp

arrangement
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SAFETY FIRST

The multilevel safety concept provides the
best protection for personnel and patients. Stop the

treatment at
any time.

Convenient

An automated voice guide is available in
multiple languages to instruct the patient
during the treatment.

Oval Cabin

The open top prevents patients from feeling
confined, while the UV reflectors act as mirrors
inside the cabin. Patients enjoy the perception of a

more spacious and well-ventilated environment.
High Safety

The multilevel safety concept provides the
best protection for personnel and patients.

Ergonomic
Well-placed handle grips keep patients stable and

in the optimal treatment position.
« Anphysical lock locks and shuts off the

cabin.

Communication

An optional two-way intercom enables patients and
personnel to communicate during the treatment
from a remote-control station.

«  Opening the door pauses treatment
immediately.

*  Anemergency mechanism detects
when a patient is in distress, suspends
treatment and alerts the staff.

Control Window
You can monitor the patient at any time through
the UV-shielded privacy window.

« Aclearly visible emergency stop button
is located on the exterior.

Emergency handle and intercom




REAL-TIME DOSIMETRY

The accurate dosimetry is the foundation
of modern phototherapy.

4 UV sensors continuously measure the lamp
output in all areas of the cabin. The real-time
dosimetry constantly calculates the energy output
and adjusts the treatment accurately to the exact
dose. The sensors are positioned at the top, where
the patient can't accidentally interfere with the
measurements.

You can monitor the lamp's condition during its
natural aging process. Giving you early feedback to
keep the cabin in perfect condition and prevent
downtimes.

Benefits of real-time dosimetry include:

+ Accurate treatment length

»  Lower risk of over- / under-exposure
+ Lower long-term side effect risk

+  Monitor lamp condition

Four independent real-time UV sensors

MEDlight

MEDlight only uses
Philips Lighting premium
phototherapy lamps

PHILIPS

Lighting
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CABIN OPERATION

The N-LINE series offer multiple efficient - .
control interfaces. N-LINE control panel NLINE pro NLINE pre

V V

Touchscreen

The N-LINE pro features a modern touch screen
that guides the operator through the treatment
setup. Alternatively, you can create profiles to
streamline the process. The intelligent interface
assists you step by step and adds a layer of safety
to prevent dosage errors.

SKINdex™

The N-LINE pro is compatible with MEDlight's proprietary treatment management
system. Combine data collection, therapy planning, and cabin operation into a single
system.

Easy-to-use

The N-LINE is equipped with an easy-to-use
controller with physical soft-touch buttons and a
digital display. You can enter the dosage in J/cm? or .
by time. The device automatically calculates the
treatment duration.

Remotely operate multiple N-LINE pro via your existing local network.

« Create individual treatment profiles for almost any indication. Customize therapy
plans which automatically adjust if treatments are skipped.

« The treatment assistant guides you through the treatment configuration step by
step. Meanwhile, an intelligent algorithm checks for errors in the treatment
process.

+ Manage and analyze digital therapy and patient records. You can print reports or
transfer the data to other systems.

SKINdex software
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MEDlight Partnership

We are a multi-certified medical device
manufacturer conforming to strict
European standards and regulations.

Devices are manufactured and certified in our
workshop in Germany. Additionally, we cooperate
with an international network of professional
distributors - who know their regions intimately.

We believe that great communication is the key -
that's why we build long-term relationships. We
focus on each customer and create individual
solutions according to your needs.

Our experienced consulting and service team is
unparalleled, while we provide on-site support for
phototherapy devices nationally and internationally.

We are confident in the quality of our products and
provide individual extended warranty and
maintenance programs for our devices.

Extended
warranties
available



N-LINE SERIES Overview

Choose the best phototherapy system for
your requirements.

N-LINE pro
40 x Philips Lighting long-life lamps

Durable powder coated steel body and doors. For long term heavy use
and easy cleaning.

Acrylic shielding and UV reflectors

Unique cabin layout and lamp arrangement

Real-time dosimetry with 4 sensors

Clean & Quiet air flow for lamp cooling

Active patient cooling system + Passive patient comfort cooling

Intuitive capacitive touch screen. The smart navigation guides the user

step by step through the treatment process and prevents dosage errors.

Automated voice guidance for the patient during treatment (multi-
language support).

UV-shielded control window
Emergency shut-off button & automatic door shut-off
Emergency call handle inside

PIN lock + Keylock

Optional
Remote operation via SKINdex™ terminal*
Extra large 10" touch panel

Intercom*

MEDlight

N-LINE

28 x Philips Lighting long-life lamps

Durable powder coated steel body and doors. For long term heavy use and

easy cleaning.

Acrylic shielding and UV reflectors

Unique cabin layout and lamp arrangement
Real-time dosimetry with 4 sensors

Clean & Quiet air flow for lamp cooling
Passive patient comfort cooling

Easy-to-use controller allows you to enter the dosage in J/cm? or by time.
The device automatically calculates the treatment duration.

UV-shielded control window
Emergency shut-off button & automatic door shut-off
Emergency call handle inside

Keylock
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